
CMS100A 1/4" (6 mm) 

CMS100A

Satin Anodized 2-5/8" x 9-5/8" Standard Mail Slot.

3/32"
(2.2mm)

2-3/32"
(53.3mm)

11/32"

1/8"

1/4"

8-3/4"
(221.5mm)

9-5/8"
(245mm)

1/4"
(6.5mm)

11/16"
(18mm)

3/8"
(10mm)

11/32"
(8.7mm)

5/16"
(7.6mm)

1/4"
(5.9mm)

2-7/8"
(73.5mm)

R1-3/4"

Glass Thickness
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Specifications

• Full radius comers for easy cut-out.

• Made to fit 1/4" (6 mm) thick glass.

• Concealed spring mechanism.

• Spring tension closing eliminates dust and water penetration.

• Two finishes satin anodized , matte black.

• Available in bulk packs.

• Installation simply requires application of neutral cure silicone or putty to inside of channel to create a weather tight seal.

Product Overview:

CMS100A

Satin Anodized 2-5/8" x 9-5/8" Standard Mail Slot.

R1-7/8"

Glass Cutting Dimensions

 Notes: Only for reference. Please verify the dimensions based on the actual situation of the project.

9-1/16"
(230mm)

2-9/16"
(65mm)

1/4"
(7mm)

Glazing Thickness(in): 1/4''(6mm)         Overall Height(in): 9-5/8''(245mm)         Overall Width(in): 2-5/8''(67mm)

Material: Extruded Aluminum                                   Slot(in): 1-11/16''(43mm)x8-5/8''(219mm) 
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