
Maintenance:

• Avoid the use of abrasive cleaners on the hardware. Some components feature a delicate clear lacquer coating that could suffer 

irreparable harm from harsh chemicals. It's recommended to inform your customers that daily maintenance involving drying the 

hardware with a clean, soft towel. In cases where mineral deposits accumulate, create a solution by adding a few drops of mild 

liquid soap (such as Ivory or a comparable product) to a cup of warm water. Employ a soft, non-abrasive cloth to clean the 

hardware, then ensure a thorough rinse with clean, warm water, followed by proper drying.

Unikoo Glass & Hardware. All Rights Reserved.

1year limited  warranty from date of purchase.

ALWAYS REFERENCE DIMENSIONS 

TO ENSURE ACCURACY

*Not shown to scale.

CDR4STL /CDR4STR 
3/8"-1/2" Glass 4" Square Door Rail with top swing pivot

left  right handed&

CDR4STL CDR4STR

Recommendations:
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left hand from interior view

17/32''
(13.5mm)

2-3/4''
(70mm)

35-3/4''(908mm)
2''

(50mm)

4-1/4''
(108mm)

right hand from interior view

2-3/4''
(70mm) 7/8''

(22mm)

2''
(50mm)

4-1/4''
(108mm)

35-3/4''(908mm)

Specifications

Length(in.): 35-3/4''(908mm)    Width (in.): 2''(50mm) Height (in.): 4-1/4''(108mm)

Material: Aluminum                                  Profile: Square

Glazing Thickness 3/8 (10 mm)~ 1/2 (13 mm) (in.): '' ''  Maximum Weight Capacity Per Panel: 220.5 lbs.(100kg)

                                 

Finish: MBL,SA No cladding
                                 

                                 

• To ensure public safety, we strongly advise using only tempered safety glass.

• Handing from interior view.
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Glass door sizes Top Rail(install on the glass door)

3/8" to 1/2"
 (10 to13mm)

35-3/4"
 (908mm) 

Max

35-3/4''
 (908mm)

1-6/16''
 (35mm)

2-1/2''
 (64mm)

2-13/16''

 (71mm)
1/32''

 (71mm)

Top Pin

1/4"
(7mm)

3/16"~5/16"
(5~8mm)1/4"

(6mm)

1/4"
(7mm)

1/4"
(6mm)

3-1/4"
(82mm)

3-1/4"
(82mm)

1/2"
(12.5mm)

3/8"-1/2" Glass 4" Square Door Rail with top swing pivot
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CDR4STL /CDR4STR 
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